
























WINNEBAGO ST CITY OF MADISON

PROPOSED STORM STRUCTURES PROPOSED STORM PIPES
STRUC. STATION LOCATION TYPE TOP OF E.I. DEPTH NOTES PIPE FROM TO DISCH. INLET PLAN (PAY) PIPE SLOPE PIPE TYPE NOTES
NO. (OFFSET) CASTING NO. (DNSTM) (UPSTM) E.I. E.I. LGTH (FT) LGTH (FT) (%) SIZE

WINNEBAGO STREET WINNEBAGO STREET
S-1 116+83.24 RT-23.00 H INLET 861.81 857.43 4.38 W/R-3067-7004-V P-1 S-1 S-2 857.43 858.85 145 141.8 1.00% 12'' TYPE II -
S-2 118+28.00 RT-23.00 H INLET 862.11 858.85 3.26 LP, UD, W/R-3067-7004-VB P-2 S-2 S-3 858.85 859.09 39 37 0.65% 12'' TYPE II -
S-3 118+28.00 LT-16.00 H INLET 861.75 859.09 2.66 (1), LP, UD, W/R-3362-L P-3 S-3 S-4 859.09 859.75 134 131 0.50% 12'' TYPE II -
S-4 119+62.00 LT-16.00 H INLET 862.42 859.75 2.67 (1), W/R-3362-L

P-10 S-10 S-11 857.40 858.16 79.5 76.4 1.00% 12'' TYPE II -

STORM SEWER SCHEDULE

2504 WINNEBAGO STREET - SHEET NO.

STORM SEWER SCHEDULE BUILDINGS 4 & 5 OF UNION CORNERS U-3

PROJECT NO. 11256

S-10 123+29.87 RT-16.00 TAP - 857.40 - - P-11 S-11 S-12 858.16 858.54 40 37.6 1.01% 12'' TYPE II -
S-11 122+57.22 RT-23.00 H INLET 862.21 858.16 4.05 W/R-3067-7004-V P-12 S-12 S-13 858.54 859.03 101 98 0.50% 12'' TYPE II -
S-12 122+57.22 LT-16.00 H INLET 861.89 858.54 3.35 (1), W/R-3362-L
S-13 121+49.00 LT-16.00 H INLET 862.40 859.03 3.37 (1), W/R-3362-L

REMOVE STORM STRUCTURES
STRUC. ID STATION LOCATION TYPE NOTES
NO. NO. (OFFSET)

WINNEBAGO STREET
RS-1 IN 5840-031 116+83.10 RT-21.82 INLET -

ADJUST STORM STRUCTURES
STRUC. STATION LOCATION TYPE EX. PROP. ADJ. NOTES
NO. (OFFSET) TOC. TOC. ELEV.

WINNEBAGO STREET
ADJ-1 116+56.62 LT-16.45 INLET 861.65 861.33 -0.32 -
ADJ-2 123+29.87 RT-16.00 INLET 861.33 861.56 0.23 EX IN 5839-058

NOTE: PLAN LENGTH (PAY LENGTH) IS FROM CENTER OF STRUCTURE TO CENTER OF STRUCTURE.  PIPE LENGTH
IS ACTUAL LENGTH OF PIPE FROM STRUCTURE WALL TO STRUCTURE WALL.  SLOPE CALCULATED USING
PIPE LENGTHPIPE LENGTH.

SPECIFIC NOTES - APPROXIMATE DISCHARGE E.I. GIVEN, ADJUST E.I. AND PIPE SLOPE IN THE FIELD.
- TOP OF CASTING GRADE GIVEN IS THE TOP OF CURB FOR INLET STRUCTURES AND THE FLOWLINE OF THE CLOSED CASTING FOR SAS's.

(1)  T.O.C. ELEVATION IS AT THE FLOWLINE OF THE CURB - TOP OF CONCRETE ROOF (TR) IS 1.25' BELOW TOP OF CASTING UNLESS OTHERWISE NOTED.
- ALL REINFORCED CONCRETE PIPES TO BE CLASS III UNLESS OTHERWISE NOTED.
- SURVEYOR TO CONFIRM THAT ALL INLET STATION / OFFSETS LINE UP WITH PROPOSED CURB AND GUTTER.
- ALL STRUCTURES CALLED OUT AS FIELD POURED SHALL BE FIELD POURED.  ALL OTHER STRUCTURES (NOT INDICATED AS FIELD POURED) SHALL BE 
SUBMITTED TO CITY ENGINEERING FOR APPROVAL IF PRECAST STRUCTURES ARE PREFERRED.  CONTACT KYLE FRANK  OF CITY ENGINEERING AT (608) 
266-4098 FOR PRECAST APPROVALS, FAX SHOP DRAWINGS TO (608)264-9275, OR EMAIL SHOP DRAWINGS TO KFRANK@CITYOFMADISON.COM.

STANDARD NOTES:
- ABBREVIATIONS:  AE = APRON ENDWALL; RCP = REINFORCED CONCRETE PIPE; HERCP = HORIZONTAL ELLIPTICAL REINFORCED CONCRETE PIPE; DNA = 
DOES NOT APPLY; SAS = SEWER ACCESS STRUCTURE; LP = LOW POINT INLET STRUCTURE; FP = FIELD POURED STRUCTURE; TR = TOP OF CONCRETE 
ROOF; NCM = NO CROWN MATCH FOR PIPES; UD = UNDERDRAIN
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266-4098 FOR PRECAST APPROVALS,  FAX SHOP DRAWINGS TO (608)264-9275, OR EMAIL SHOP DRAWINGS TO KFRANK@CITYOFMADISON.COM.
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