




































ALIGNMENT CODES:
"SS" = SUNNY SPRING DRIVE
"CN" = COZY NEST DRIVE 

SANITARY SEWER SCHEDULE CITY OF MADISON

PROPOSED SANITARY STRUCTURES
SAS STATION LOCATION TOP OF E.I. DEPTH NOTES FROM SAS TO SAS EI # EI # PLAN LENGTH SLOPE SIZE PVC NOTES
NO. (OFFSET) CASTING (DWNSTRM) (UPSTREAM) (DWNSTRM) (UPSTRM) (FT) (%) (DIA) TYPE

SAS#1 116'SS'+00.00 LT-3.60 1060.43 1049.00 11.43 - EX SAS SAS#1 1041.33 1049.00 137 5.60% 12" SDR-26 -
SAS#2 119'SS'+00.00 CL 1068.78 1057.24 11.54 - SAS#1 SAS#2 1049.10 1057.24 300 2.71% 12" SDR-26 -
SAS#3 122'SS'+00.00 CL 1076.81 1058.54 18.27 - SAS#2 SAS#3 1057.34 1058.54 300 0.40% 12" SDR-26 -
SAS#4 125'SS'+07.00 CL 1081.60 1059.87 21.73 - SAS#3 SAS#4 1058.64 1059.87 307 0.40% 12" SDR-26 -
SAS#5 127'SS'+75.00 CL 1079.23 1061.05 18.18 - SAS#4 SAS#5 1059.97 1061.05 269 0.40% 12" SDR-26 -
SAS#6 130'SS'+16.87 LT-3.00 1077.07 1062.12 14.95 - SAS#5 SAS#6 1061.15 1062.12 242 0.40% 12" SDR-26 -
SAS#7 131'SS'+08.24 CL 1076.33 1062.59 13.74 - SAS#6 SAS#7 1062.22 1062.59 92 0.40% 12" SDR-26 -
SAS#8 131'SS'+85.27 LT-0.62 1075.67 1063.00 12.67 - SAS#7 SAS#8 1062.69 1063.00 77 0.40% 12" SDR-26 -
SAS#9 132'SS'+77.53 LT-3.44 1075.66 1063.47 12.19 SEE NOTE (1) SAS#8 SAS#9 1063.10 1063.47 92 0.40% 12" SDR-26 -
SAS#10 274'CN'+25.00 CL 1074.75 1064.25 10.50 - SAS#7 SAS#10 1063.59 1064.25 128 0.52% 8" SDR-26 -
SAS#11 102'SP'+60.45 LT-47.07 1084.48 1073.48 11.00 - SAS#9 SAS#11 1064.27 1073.48 174 5.29% 8" SDR-26 -

NOTES
(1) RELOCATED EX SAS 1660-001; REPLACE EXISTING 1'-4" BARREL WITH A NEW 0'-6" BARREL AND ADD APPROX 4" OF ADJUSTMENT
CORE NEW MAIN THROUGH BENCH. RECONSTRUCT BENCH AND FLOWLINES IF NECESSARY.
IF INVERT UNACCEPTABLE, CONSTRUCTION ENGINEER MAY REQUIRE BENCH TO BE REPLACED.
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'SS' = SUNNY SPRING DRIVE
'SP' = SOUTH POINT DR STORM SEWER SCHEDULE CITY OF MADISON

STRUCTURES PIPES
STRUC. STATION LOCATION TYPE TOP OF E.I. DEPTH NOTES PIPE FROM TO LGTH DISCH. INLET SLOPE PIPE TYPE NOTES
NO. (OFFSET) CASTING NO. (DNSTM) (UPSTM) (FT) E.I. E.I. (%) SIZE

S-0 108'SP'+18.28 LT-77.00 42" RCP AE - 1062.50 - W/ GATE; W/ SALVAGED APRON P-0 S-0 S-1 42 1062.50 1063.38 2.10% 42" RCP -
S-0A 108'SP'+24.61 LT-73.30 42" RCP AE - 1062.50 - W/ GATE; W/ SALVAGED APRON P-0A S-0A S-1A 36 1062.50 1063.35 2.36% 42" RCP -
S-1 107'SP'+99.58 LT-39.60 4X4 SAS 1071.06 1063.38 7.68 W/ R-1878-B7L; (1) P-1 S-1 S-2 341 1065.38 1069.50 1.21% 18" RCP -
S-1A 108'SP'+06.33 LT-42.95 FIELD BEND / CONCRETE COLLAR - 1063.35 - (2) P-2 S-2 S-3 200 1069.50 1079.22 4.86% 18" RCP -
S-2 132'SS'+87.51 LT-24.33 3X3 SAS 1074.40 1069.50 4.90 W/ R-1550 P-2A S-2 S-2A 66 1070.00 1071.51 2.29% 12" RCP -
S-2A 132'SS'+20.00 LT-27.00 H INLET 1075.18 1071.51 3.67 W/ R-3067-7004-VB P-2B S-2A S-2B 18 1071.51 1072.16 3.61% 12" RCP -
S-2B 132'SS'+20.00 LT-8.64 H INLET 1075.56 1072.16 3.40 LP; W/ R-3067-7004-VB P-2C S-2B S-2C 8 1072.16 1072.29 1.62% 12" RCP -
S-2C 132'SS'+20.00 LT-1.05 H INLET 1075.95 1072.29 3.66 LP; W/ R-3067-7004-VB P-2D S-2C S-2D 25 1072.29 1072.44 0.60% 12" RCP -
S-2D 132'SS'+20.00 RT-24.07 H INLET 1075.44 1072.44 3.00 LP; W/ R-3067-7004-VB; (3)
S-3 102'SP'+58.44 LT-36.82 3X3 SAS 1083.82 1079.22 4.60 W/ R-3067-7004-V

- APPROXIMATE DISCHARGE E.I. GIVEN, ADJUST E.I. AND PIPE SLOPE IN THE FIELD.

- TOP OF CONCRETE ROOF (TR) IS 1.25' BELOW TOP OF CASTING UNLESS OTHERWISE NOTED.
(1) REMOVE & SALVAGE EXISTING 42" APRON END. REUSE AT S-0 - ALL REINFORCED CONCRETE PIPES TO BE CLASS III UNLESS OTHERWISE NOTED.
(2) REMOVE & SALVAGE EXISTING 42" APRON END. REUSE AT S-0A - SURVEYOR TO CONFIRM THAT ALL INLET STATION / OFFSETS LINE UP WITH PROPOSED CURB AND GUTTER.
(3) THE STORM STRUCTURE SHALL HAVE A 2" PVC PIPE INSTALLED FROM AND THROUGH THE FRONT WALL OF THE INLET, 
BENT UP TO THE TOP OF THE SURFACE COURSE OF BINDER IN FRONT OF THE INLET SUCH THAT THE CENTER OF THE PIPE IS 5" FROM 
THE EDGE OF GUTTER. WHEN THE PAVEMENT IS BEING PREPARED FOR SURFACE IT IS THE CONTRACTORS RESPONSIBILITY TO 
SAW CUT OUT A 2'X2' SQUARE, REMOVE THE PIPE, PATCH THE INLET, PATCH THE BINDER AND PAVE THE STREET.
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- ALL STRUCTURES CALLED OUT AS FIELD POURED SHALL BE FIELD POURED.  ALL OTHER STRUCTURES (NOT INDICATED AS 
FIELD POURED) SHALL BE SUBMITTED TO CITY ENGINEERING FOR APPROVAL IF PRECAST STRUCTURES ARE PREFERRED.  
CONTACT ELIA E. ACOSTA OF CITY ENGINEERING AT (608) 266-4096 FOR PRECAST APPROVALS, OR FAX SHOP DRAWINGS TO 
(608)264-9275.

STANDARD NOTES:
- ABBREVIATIONS:  AE = APRON ENDWALL; RCP = REINFORCED CONCRETE PIPE; HERCP = HORIZONTAL ELLIPTICAL 
REINFORCED CONCRETE PIPE; DNA = DOES NOT APPLY; SAS = SEWER ACCESS STRUCTURE; LP = LOW POINT INLET 
STRUCTURE; FP = FIELD POURED STRUCTURE; TR = TOP OF CONCRETE ROOF; NCM = NO CROWN MATCH FOR PIPES

- TOP OF CASTING GRADE GIVEN IS THE TOP OF CURB FOR INLET STRUCTURES AND THE FLOWLINE OF THE CLOSED CASTING 
FOR SAS's.

SPECIFIC NOTES
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