






























ALIGNMENT CODES:
"DD"= DRISCOLL DRIVE
"GD"=GALILEO DRIVE
"RS"=RAGAN STREET

SANITARY SEWER SCHEDULE CITY OF MADISON

PROPOSED SANITARY STRUCTURES
SAS STATION LOCATION TOP OF E.I. DEPTH NOTES FROM SAS TO SAS EI # EI # PLAN LENGTH SLOPE SIZE PVC NOTES
NO. (OFFSET) CASTING (DWNSTRM) (UPSTREAM) (DWNSTRM) (UPSTRM) (FT) (%) (DIA) TYPE

SAS#1 20'DD'+41.59 CL 966.57 952.01 14.56 - EX SAS 7440-014 SAS#1 940.94 952.01 389 2.85% 8" SDR-26 -
SAS#2 18'DD'+74.90 CL 968.51 958.01 10.50 - SAS#1 SAS#2 952.11 958.01 167 3.53% 8" SDR-26 -
SAS#3 56'GD'+35.15 RT-1.36 966.60 952.80 13.80 - SAS#1 SAS#3 952.11 952.80 171 0.40% 8" SDR-26 -
SAS#4 54'GD'+87.13 CL 967.15 953.49 13.66 - SAS#3 SAS#4 952.90 953.49 148 0.40% 8" SDR-26 -
SAS#5 52'GD'+22.33 LT-10.53 965.90 954.66 11.24 - SAS#4 SAS#5 953.59 954.66 267 0.40% 8" SDR-26 -
SAS#6 17'RS'+72.20 LT-6.24 968.38 957.88 10.50 - SAS#4 SAS#6 953.59 957.88 243 1.77% 8" SDR-26 -
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ALIGNMENT CODES:
'DD' = DRISCOLL DRIVE
'GD' = GALILEO DRIVE
'RS' = RAGAN STREET
'SE' = STORM EASEMENT STORM SEWER SCHEDULE CITY OF MADISON

STRUCTURES PIPES
STRUC. STATION LOCATION TYPE TOP OF E.I. DEPTH NOTES PIPE FROM TO LGTH DISCH. INLET SLOPE PIPE TYPE NOTES
NO. (OFFSET) CASTING NO. (DNSTM) (UPSTM) (FT) E.I. E.I. (%) SIZE

S-1 72'SE'+46.51 CL 27" RCP AE - 946.60 - PIPE TIES NEEDED P-1 S-1 S-2 67 946.60 952.80 9.25% 27" RCP PIPE TIES NEEDED
S-2 71'SE'+79.41 CL 3X3 SAS 957.60 952.80 4.80 W/ R-3067-V-7004 P-2 S-2 S-3 165 952.80 960.62 4.74% 27" RCP -
S-3 56'GD'+81.79 LT-15.50 3X3 SAS 966.67 960.62 6.05 FP; W/ R-3067-V-7004 P-3 S-3 S-4 81 961.62 963.03 1.74% 15" RCP -
S-4 56'GD'+06.29 RT-15.50 3X3 SAS 967.05 963.03 4.02 W/ R-3067-V-7004 P-4 S-4 S-5 81 963.03 963.44 0.51% 15" RCP -
S-5 55'GD'+24.02 LT-15.50 3X3 SAS 967.46 963.44 4.02 W/ R-3067-V-7004 P-5 S-5 S-6 32 963.44 963.60 0.50% 15" RCP -
S-6 19'RS'+75.00 LT-15.50 H INLET 967.15 963.60 3.55 LP; W/ R-3067-7004-VB; (1) P-6 S-6 S-7 30 963.60 963.75 0.50% 15" RCP -
S-7 19'RS'+75.00 RT-15.50 H INLET 967.15 963.75 3.40 LP; W/ R-3067-7004-VB; (1) P-7 S-3 S-8 83 960.87 961.29 0.51% 24" RCP -
S-8 57'GD'+65.00 RT-15.50 3X3 SAS 966.09 961.29 4.80 FP; LP; W/ R-3067-7004-VB; (1) P-8 S-8 S-9 30 961.54 961.69 0.50% 21" RCP -
S-8A 20'DD'+77.68 RT-15.50 H INLET 965.69 962.21 3.48 W/ R-3067-V-7004 P-8A S-8 S-8A 33 962.04 962.21 0.52% 15" RCP -
S-8B 20'DD'+77.44 LT-15.50 H INLET 965.69 962.62 3.07 W/ R-3067-V-7004 P-8B S-8A S-8B 31 962.46 962.62 0.52% 12" RCP -
S-9 57'GD'+65.00 LT-15.50 3X3 SAS 966.25 961.69 4.56 LP; W/ R-3067-7004-VB; (1) P-9 S-9 S-10 31 961.69 962.48 2.55% 21" RCP -
S-10 20'DD'+05.68 RT-15.50 3X3 SAS 967.28 962.48 4.80 W/ R-3067-V-7004 P-10 S-10 S-11 137 962.48 963.91 1.04% 21" RCP -
S-11 18'DD'+67.34 RT-15.50 3X3 SAS 968.71 963.91 4.80 W/ R-3067-V-7004

S-23 164'MS'+97.26 RT-21.51 4X4 SAS 967.68 960.24 7.44 W/ R-3067-V-7004; (2) P-23 S-23 S-24 160 960.24 961.00 0.50% 36" RCP -
S-24 163'MS'+37.00 RT-38.00 4X4 SAS 968.50 961.00 7.50 W/ R-3067-V-7004 P-24 S-24 S-25 199 963.00 967.99 2.56% 12" RCP -
S-24A 163'MS'+37.25 RT-16.38 CONCRETE COLLAR - 961.95 - - P-24A S-24 S-24A 9 961.00 961.95 10.56% 36" RCP -
S-25 161'MS'+39.79 RT-16.40 H INLET 971.59 967.99 3.60 W/ R-3067-V-7004 P-25 S-25 S-26 41 967.99 970.34 6.27% 12" RCP -
S-26 161'MS'+00.00 RT-45.77 12" RCP AE - 970.34 - W/ GATE

- APPROXIMATE DISCHARGE E.I. GIVEN, ADJUST E.I. AND PIPE SLOPE IN THE FIELD.

- TOP OF CONCRETE ROOF (TR) IS 1.25' BELOW TOP OF CASTING UNLESS OTHERWISE NOTED.
(1) STORM STRUCTURE SHALL HAVE A 2 INCH PVC PIPE INSTALLED FROM AND THROUGH THE FRONT WALL OF THE INLET, BENT UP TO THE TOP - ALL REINFORCED CONCRETE PIPES TO BE CLASS III UNLESS OTHERWISE NOTED.
OF THE SURFACE COURSE BINDER IN FRONT OF THE INLET SUCH THAT THE CENTER OF THE PIPE IS 5 INCHES FROM THE EDGE OF GUTTER. - SURVEYOR TO CONFIRM THAT ALL INLET STATION / OFFSETS LINE UP WITH PROPOSED CURB AND GUTTER.
WHEN THE PAVEMENT IS BEING PREPARED FOR SURFACE, IT IS THE CONTRACTORS RESPONSIBILITY TO SAW CUT OUT A
2FT X 2FT SQUARE TO REMOVE THE PIPE, PATCH THE INLET, PATCH THE BINDER AND PAVE THE STREET.
(2)  PIPE FROM S-23 TO EAST TO BE CONSTRUCTED BY OTHERS

FILE NAME:  M:\DESIGN\Projects\53B2411\Storm\Design\STORM SCHEDULE Eastlawn.XLS DATE:  07/20/2015

O
R

IG
IN

A
TO

R
:  

C
IT

Y
 O

F 
M

A
D

IS
O

N
 S

TR
E

E
TS

 D
IV

IS
IO

N

P
LO

T 
N

A
M

E
: _

 _
 _

R
E

V
. D

A
TE

: _
 _

 _

- ALL STRUCTURES CALLED OUT AS FIELD POURED SHALL BE FIELD POURED.  ALL OTHER STRUCTURES (NOT INDICATED 
AS FIELD POURED) SHALL BE SUBMITTED TO CITY ENGINEERING FOR APPROVAL IF PRECAST STRUCTURES ARE 
PREFERRED.  CONTACT ELIA E. ACOSTA OF CITY ENGINEERING AT (608) 266-4096 FOR PRECAST APPROVALS, OR FAX 
SHOP DRAWINGS TO (608)264-9275.

STANDARD NOTES:
- ABBREVIATIONS:  AE = APRON ENDWALL; RCP = REINFORCED CONCRETE PIPE; HERCP = HORIZONTAL ELLIPTICAL 
REINFORCED CONCRETE PIPE; DNA = DOES NOT APPLY; SAS = SEWER ACCESS STRUCTURE; LP = LOW POINT INLET 
STRUCTURE; FP = FIELD POURED STRUCTURE; TR = TOP OF CONCRETE ROOF; NCM = NO CROWN MATCH FOR PIPES

- TOP OF CASTING GRADE GIVEN IS THE TOP OF CURB FOR INLET STRUCTURES AND THE FLOWLINE OF THE CLOSED 
CASTING FOR SAS's.

SPECIFIC NOTES
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SCALE: 1" =100'

    COMPLY WITH ARTICLE 207 AS WELL.

    MARCH 2004 EDITION.  ALL APPLICATION RATES FOR FERTILIZER, SEED AND MULCH SHALL 

    OF THE CITY OF MADISON STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION

2. THE CONTRACTOR SHALL USE THE DETENTION BASIN SEED MIX LISTED IN ARTICLE 207.2(a)4

   TO ENGINEERING PRIOR TO CONSTRUCTION

   GRADES, MAKE SURE ALL AREAS DRAIN PROPERLY AND SHALL REPORT ANY DISCREPENCIES

1. ALL PROPOSED GRADES SHOWN ARE FINISHED GRADES. CONTRACTOR SHALL VERIFY ALL

GRADING/SEEDING NOTES

GRADING PLAN

EASTLAWN EXPANSION

DOOR CREEK DETENTION BASIN

MILWAUKEE STREET
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