
















SANITARY SEWER SCHEDULE CITY OF MADISON

PROPOSED SANITARY STRUCTURES PROPOSED SANITARY PIPES
SAS STATION LOCATION TOP OF E.I. DEPTH NOTES FROM SAS TO SAS LGTH DISCH. INLET SLOPE SIZE TYPE NOTES
NO. (OFFSET) CASTING (DNSTM) (UPSTM) (FT) E.I. E.I. (%) (DIA)

MEIER RD
EX 7559-002 10+99.97 RT-4.47 878.00 860.29 17.71 TAP; RECONSTRUCT BENCH AND FL 7559-002 SAS #1 450 860.39 870.00 2.14% 12'' PVC SDR 26 CONNECT TO EX STUB

SAS #1 15+50.00 RT-0' 884.22 870.00 14.22 SAS #1 SAS #2 450 870.10 876.00 1.31% 12'' PVC SDR 26
SAS #2 20+00.00 RT-0' 892.95 876.00 16.95 7559-002 SAS #3 71 861.29 863.00 2.41% 8'' PVC SDR 26

FEMRITE DR
SAS #3 61+95.45 LT-26.49 878.90 863.00 15.90 WITH INTERNAL CHIMNEY SEAL;

SEAL JOINTS PER CITY OF MADISON
STANDARD SPECS 507.3(e)
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UNHIDE COLUMN "Q" AND "S" TO ENTER LENGTHS

*REV. 11/5/2015 KDF

CITY OF MADISON

PROPOSED STORM STRUCTURES PROPOSED STORM PIPES
STRUC. STATION LOCATION TYPE TOP OF E.I. DEPTH NOTES PIPE FROM TO DISCH. INLET PLAN PIPE SLOPE PIPE TYPE NOTES
NO. (OFFSET) CASTING NO. (DNSTM) (UPSTM) E.I. E.I. LGTH (FT LGTH (FT) (%) SIZE

MEIER RD
S-10 10+85.47 LT-68.97 H INLET 876.46 874.14 2.32 FP; W/SALVAGED CASTING P-10 S-10 S-1 874.14 874.19 84.0 81.0 0.06% 18'' STM PIPE

S-0 1027.28 RT-10.00 PLUG --- 872.80 --- PLACE MARKER BALL P-1 S-0 S-1 872.80 874.19 86.0 83.0 1.67% 19"X30" HERCP
S-1 11+13.51 RT-10.34 4X4 SAS 877.74 874.19 3.55 FP; W/1550-0054 P-2 S-1 S-2 874.19 877.25 357.5 354.5 0.86% 19"X30" HERCP
S-2 14+70.93 RT-6.00 4X4 SAS 882.75 877.25 5.50  W/1550-0054 * P-2A S-2 S-2A 877.25 878.55 23.5 20.0 6.50% 18'' RCP NCM

* S-2A 14+70 93 LT-15 50 H INLET 882 85 878 55 4 30 LP;W/3067-7004-VB; (1) P-3 S-2 S-3 877 25 882 66 229 0 226 0 2 39% 24'' RCP
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* S-2A 14+70.93 LT-15.50 H INLET 882.85 878.55 4.30 LP;W/3067-7004-VB; (1) P-3 S-2 S-3 877.25 882.66 229.0 226.0 2.39% 24'' RCP
S-3 17+00.00 RT-6.00 4X4 SAS 887.66 882.66 5.00 W/1550-0054 P-4 S-3 S-4 882.66 887.22 287.0 284.0 1.61% 24'' RCP
S-4 19+87.03 RT-6.00 4X4 SAS 893.03 887.22 5.81 W/1550-0054 * P-4A S-4 S-4A 887.22 887.33 22.5 18.5 0.59% 24'' RCP

* S-4A 19+87.03 LT-16.50 3X3 SAS 892.89 887.33 5.56 W/3067-7004-V; (2) * P-4B S-4A S-4B 887.83 889.00 20.0 18.0 6.50% 24'' RCP

* S-4B 20+05.45 LT-23.10 24" RCP AE --- 889.00 --- W/GATE * P-4C S-4A S-4C 888.08 888.20 26.5 24.5 0.49% 15'' RCP
S-4C 19+89.95 LT-42.72 15" RCP AE --- 888.20 --- W/GATE P-5 S-4 S-5 887.22 887.80 21.0 19.0 3.05% 24'' RCP
S-5 20+07.81 RT-6.00 PLUG --- 887.80 --- PLACE MARKER BALL

REMOVE STORM STRUCTURES
STRUC. ID STATION LOCATION TYPE NOTES
NO. NO. (OFFSET)

RS-1 IN 7459-002 10+85.47 LT-68.97 INLET REMOVE; SALVAGE CASTING

STORM SEWER ULOs
ULO STATION LOCATION TYPE ELEV ELEV
NO. (OFFSET) TOP BOTTOM NOTES

* ULO-1 11+00.00 LT-30.00 TEL; 2-1'' CONDUIT 873.87 873.78 (3), 0.08' BELOW STM PIPE

* ULO-2 11+02.00 LT-23.00 TEL; 2" CONDUIT 872.40 872.23 1.56' BELOW STM PIPE

* ULO-3 14+71.00 LT-15.50 FO; 1'' CONDUIT 878.25 878.16 (3), CONFLICT; STORM REVISED

* ULO-4 16+89.00 RT-7.00 TEL; 2" CONDUIT 887.70 887.53 -

* ULO-5 18+78.00 RT-7.00 GAS; 4'' PLASTIC 886.83 886.50 CONFLICT; COORDINATE WITH MGE TO RELOCATE

* ULO-6 19+87.00 LT-14.00 TEL; 2-2" CONDUIT 887.79 889.62 (3), 0.05' ABOVE STM PIPE

* ULO-7 19+93.00 LT-19.00 FO; 1'' CONDUIT 887.97 887.89 (3), CONFLICT; STORM REVISED

* ULO-8 19+89.00 LT-35.50 GAS; 4'' PLASTIC 888.65 888.15 CONFLICT; COORDINATE WITH MGE TO RELOCATE

- APPROXIMATE DISCHARGE E.I. GIVEN, ADJUST E.I. AND PIPE SLOPE IN THE FIELD.
- TOP OF CASTING GRADE GIVEN IS THE TOP OF CURB FOR INLET STRUCTURES AND THE FLOWLINE OF THE CLOSED CASTING FOR SAS's.
- TOP OF CONCRETE ROOF (TR) IS 1.25' BELOW TOP OF CASTING UNLESS OTHERWISE NOTED.
- ALL REINFORCED CONCRETE PIPES TO BE CLASS III UNLESS OTHERWISE NOTED.
- SURVEYOR TO CONFIRM THAT ALL INLET STATION / OFFSETS LINE UP WITH PROPOSED CURB AND GUTTER.

SPECIFIC NOTES ALL STRUCTURES CALLED OUT AS FIELD POURED SHALL BE FIELD POURED.  ALL OTHER STRUCTURES (NOT INDICATED AS FIELD POURED) SHALL BE 
(1) WITH 15" PRIVATE STORM CONNECTION IN BACK OF INLET SUBMITTED TO CITY ENGINEERING FOR APPROVAL IF PRE CAST STRUCTURES ARE PREFERRED.  CONTACT COREY STELLJES OF CITY ENGINEERING AT 

* (2) OFFSET CASTING 1' TO MATCH CURB HEAD CSTELLJES@CITYOFMADISON.COM.

* (3) COORDINATE WITH AT&T, AS NEEDED, TO HOLD BACK TELEPHONE AND FIBER CONDUIT PLAN LENGTH IS FROM CENTER OF STRUCTURE TO CENTER OF STRUCTURE.  PIPE LENGTH IS ACTUAL PIPE LENGTH FROM STRUCTURE WALL TO
      FOR STORM SEWER CONSTRUCTION STRUCTURE WALL SLOPE CALCULATED USING PIPE LENGTH

STANDARD NOTES:
- ABBREVIATIONS:  AE = APRON ENDWALL; RCP = REINFORCED CONCRETE PIPE; HERCP = HORIZONTAL ELLIPTICAL REINFORCED CONCRETE PIPE; N/A 
= DOES NOT APPLY; SAS = SEWER ACCESS STRUCTURE; LP = LOW POINT INLET STRUCTURE; FP = FIELD POURED STRUCTURE; TR = TOP OF 
CONCRETE ROOF; NCM = NO CROWN MATCH FOR PIPES; UD = UNDERDRAIN

      FOR STORM SEWER CONSTRUCTION STRUCTURE WALL.  SLOPE CALCULATED USING PIPE LENGTH.
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