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GEOTEXTILE FABRIC TYPE SAS NON WOVEN MIN 4

OZ/SY

4" PERORATED PVC DRAIN PIPE WITH SOCK

0.5% MIN SLOPE

OPEN GRADED BASE COURSE WI DOT GRADATION NO.2

AS SPECIED IN SECTION 501.2.5.4.4 OF WISDOT

STANDARD SPECIFICATIONS

PLAYGROUND SUBGRADE MIN 9" FROM PLAYGROUND

SURFACE FINISHED GRADE FOR SHREDDED RUBBER

MULCH

PROPOSED LANDSCAPE STRUCTURES TUFF TIMBERS

EDGING PER MANUFACTURER'S INSTALLATION

SPECIFICATIONS

SHREDDED

RUBBER MULCH

10"

4"

2" LIP BETWEEN TUFF

TIMBERS AND FINAL

PLAYGROUND SURFACING

GRADE

1
2
"

7
"

PAVEMENT EDGE AT PLAYGROUND

TYPICAL PLAYGROUND SURFACING & UNDERDRAIN

A
A

6 FT OFFSET

BACKBOARD POST

(030-0640)

72" FANSHAPED

BACKBOARD

(046-0022)

SEE DETAIL C

DOUBLE RIM GOAL &

CHAIN NET

(046-0839)

SEE DETAIL B

1
0
'
 
1
0
 

1

2

"

NOTE: BLOCKED HEIGHT FROM COURT

SURFACE TO UNDERSIDE OF BENT

SUPPORT PIPE SHOULD BE HELD AT 10'-11".

AFTER BLOCKING IS REMOVED &

BACKBOARD IS ATTACHED, FINISH

DIMENSION FROM COURT SURFACE TO

UNDERSIDE OF BENT SUPPORT PIPE IS

10'-10 1/2"

10'

GROUND LINE

TO TOP OF RIM

4
8
"

5
6
"

12"

SEE DETAIL C

SEE DETAIL B

SECTION A-A

DETAIL C

(6X SCALE)

DETAIL B

(8X SCALE)

7

16

" LOCK

WASHER

7

16

" LOCK

NUT

7

16

" x 1 

1

4

"

CARRIAGE

BOLT

BACKBOARD

72" FAN SHAPED

BACKBOARD

7

16

" LOCK

WASHER

7

16

" LOCK

NUT

5

16

" x 

3

4

" HEX

HEAD CAP

SCREW

DOUBLE RIM

GOAL &

CHAIN NET

30'1'

3
'

72"

1
2
'

4' 15'

R

 

1

2

'

R

 

1

7

'

1'

1'

1'

1
'

8'

8'

2" PAINTED

LINE - WHITE

TYPICAL

BASKETBALL HOOP,

BACKBOARD, & POST

SEE DETAIL

3" DEPTH ASPHALT

9" DEPTH BASE COURSE

3" DEPTH ASPHALT

9" DEPTH BASE COURSE

3" DEPTH TOPSOIL & SEED

9" DEPTH BASE COURSE

3
'

3'

CONCRETE

FOUNDATION

SEE DETAIL

4
0
'

1
'

1
'

1
'

3" DEPTH TOPSOIL & SEED

9" DEPTH BASE COURSE

1'

36"

72" FANSHAPED

BACKBOARD

CONCRETE

FOUNDATION

NOTES:

1. BASKETBALL GOAL, POST, & BACKBOARD SHALL BE MODEL

#590-0057 FAN BB DBL RIM CHN 6'  AS MANUFACTURED BY

BURKE

2. INSTALL BASKETBALL HOOP, POST & BACKBOARD PER

MANUFACTURER'S SPECIFICATIONS & THESE SPECIAL

PROVISIONS

3. FOOTING SURFACE TO BE FLUSH WITH ADJACENT ASPHALT

4. TOP 4" OF FOOTING SHALL BE FORMED & FINISHED WITH A

MEDIUM BROOM FINISH

5. POLE SHALL BE CENTERED ON THE COURT

6. BACKBOARD SHALL BE PARALLEL TO BASE LINE

7. TOP OF RIM ELEVATION TO BE EXACTLY 10'-0"

8. DISTANCE FROM FREE THROW LINE TO FRONT OF

BACKBOARD SHALL BE EXACTLY 15'-0"

9. CONTRACTOR SHALL REMOVE ALL EXCESS DEBRIS &

GRAVEL & RESTORE DISTURBED AREAS AS A RESULT OF

BASKETBALL HOOP, POST, & BACKBOARD INSTALLATION

10. ANY DAMAGE TO THE COURT SURFACE AS A RESULT OF

BASKETBALL HOOP, POST, & BACKBOARD INSTALLATION

SHALL BE REPAIRED BY THE CONTRACTOR.

BASKETBALL COURT LAYOUT

BASKETBALL HOOP, POST, &

FOUNDATION DETAIL

9" MIN

1.5" UPPER LAYER

9
"

TACK COAT

1.5" LOWER LAYER

12"

3
"

PREPARED SUBGRADE

DENSE GRADED BASE COURSE

6" TOPSOIL

TYP

HMA PAVEMENT

6
"

5
"

PREPARED SUBGRADE

12"

5" CONCRETE PAVEMENT

6" DENSE GRADED BASE COURSE

CONCRETE PAVEMENT

NOTE: HMA PAVEMENT SHALL BE E0.3
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C601
DETAILS

TEMPORARY TRACKING PAD

DIVERSION RIDGE REQUIRED

WHERE GRADE EXCEEDS 2%

2% OR GREATER

ROADWAY

STRAW BALES, SANDBAGS

OR CONTINUOUS BERM OF

EQUIVALENT HEIGHT

SUPPLY WATER TO WASH

WHEELS IF NECESSARY

SPILLWAY

NOTE:

USE SANDBAGS, STRAW BALES,

OR OTHER APPROVED

METHODS TO CHANNEL RUNOFF

TO BASIN AS REQUIRED.

FILTER FABRIC

FLOW
FLOW

F

L

O

W

F

L

O

W

3" - 6" DIA. CLEAN STONE

MIN. 12" THICK

DIVERSION RIDGE

20' R

2
4
'
 
-
 
0
"

50' - 0" MIN.

NOTES:

1. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION THAT WILL PREVENT

TRACKING OR FLOWING OF  SEDIMENT ONTO PUBLIC RIGHT-OF-WAYS.  THIS MAY

REQUIRE TOP DRESSING.  REPAIR AND/OR CLEANOUT ANY MEASURES USED TO TRAP

SEDIMENT.

2. WHEN NECESSARY, WHEELS SHALL BE CLEANED PRIOR TO ENTRANCE ONTO PUBLIC

RIGHT-OF-WAY TO PREVENT TRACKING OF SEDIMENT ON TO PUBLIC RIGHT OF WAYS.

3. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH

CRUSHED STONE THAT DRAINS INTO AN APPROVED SEDIMENT TRAP OR SEDIMENT

BASIN.

SPILLWAY ELEVATION

SHALL BE LOWER THAN

END OF BERM ELEVATION

NOTES:

FRONT, BACK, AND

1

TYPE D (WITHOUT CURB BOX)

DIMENSION LENGTH AND WIDTH TO MATCH

INLET SPECIFICATIONS AS PER THE PLAN

GEOTEXTILE FABRIC,

BOTTOM TO BE

MADE FROM SINGLE

PIECE OF FABRIC.

MINIMUM DOUBLE STITCHED

SEAMS ALL AROUND SIDE PIECES

AND ON FLAP POCKETS.

CUT INTO ALL FOUR SIDE PANELS.

4" x 6" OVAL HOLES SHALL BE HEAT

FOR REMOVAL

USE REBAR OR STEEL ROD

CURB BOX USE WOOD

FOR INLETS WITH CAST

GRATE WIDTH ON BOTH

2" x 4". EXTEND 10" BEYOND

SECURE TO GRATE WITH

SIDES, LENGTH VARIES.

OR

WIRE OR PLASTIC TIES.

TYPE FF

1

2

"

1
2

"
4

"
8

"

FLAP POCKET

2

TYPE D

(WITH CURB BOX)

1. IF DEPTH IS LESS THAN 30" FROM INLET RIM TO CROWN OF PIPE, USE EITHER TYPE B OR

TYPE C INLET PROTECTION.

2. FABRIC SIZE SHALL BE 8" (MIN) GREATER ON ALL SIDES OF THE INLET COVER TO

PROVIDE A HAND HOLD WHEN MAINTENANCE OR REMOVAL IS REQUIRED.

3. FLAP POCKETS SHALL BE LARGE ENOUGH TO ACCEPT WOOD 2X4.

INLET PROTECTION / INLET FILTER

SILT FENCE

2

2' - 0" MIN.

FOLD

3" MAX.

NYLON CORD

SEAM FLOW

SUPPORT

NETTING

WOVEN GEOTEXTILE

FABRIC REINFORCED

WITH SUPPORT NETTING

WOOD OR STEEL POSTS

LENGTH 4' - 0" MIN.

1' - 0" MIN. DEPTH IN GROUND

BACKFILL & COMPACT TRENCH

WITH EXCAVATED SOIL

DIRECTION OF FLOW

SEE NOTE #1

1' - 10" MIN.

GENERAL NOTES:

DETAILS OF CONSTRUCTION NOT SHOWN ON THESE DRAWINGS SHALL CONFORM TO CRITERIA

SET BY AUTHORITIES HAVING JURISDICTION AND BY THE WISCONSIN CONSTRUCTION SITE BEST

MANAGEMENT PRATICE HANDBOOK.

WHEN POSSIBLE, THE SILT FENCE SHOULD BE CONSTRUCTED IN AN ARC OR HORSESHOE SHAPE

WITH THE ENDS POINTING UP SLOPE TO MAXIMIZE BOTH STRENGTH AND EFFECTIVENESS.

1. EXCAVATE A TRENCH A MINIMUM OF 4' WIDE AND 6' DEEP TO ANCHOR THE GEOTEXTITLE

FABRIC.  FOLD MATERIAL TO FIT TRENCH AND BACKFILL AND COMPACT TRENCH WITH

EXCAVATED SOIL.

2. WOVEN GEOTEXTILE FABRIC SHALL BE REINFORCED WITH AN INDUSTRIAL POLYPROPYLENE

NETTING WITH A MAXIMUM MESH SPACING OF 

3

4

" OR EQUAL.  A HEAVY-DUTY NYLON TOP

SUPPORT CORD OR EQUIVALENT IS REQUIRED.

3. STEEL POSTS SHALL BE STUDDED "TEE" OR "U" TYPE WITH A MINIMUM BEARING OR 128

LBS./LINEAL FOOT (WITHOUT ANCHOR).  FINISH ANCHORS RESISTANT TO POST MOVEMENT ARE

REQUIRED.  WODD POSTS SHALL BE A MINIMUM SIZE OF 4" DIAMETER OR 1 

1

2

" x 3 

1

2

", EXCEPT

WOOD POSTS FOR GEOTEXTILE FABRIC REINFORCED WITH NETTING WHICH SHALL BE A

MINIMUM SIZE OF 1 

1

8

" x 1 

1

8

" x 48" OAK OR HICKORY.

2' - 0" MIN.

1' - 0" MIN.

1
5

"
 
M

A
X

.

GEOTEXTILE FABRIC

GEOTEXTILE FABRIC

DIRECTION OF FLOW

DIRECTION OF FLOW

WOOD POST

WOOD POST

WOOD POST

WOOD POST

GEOTEXTILE FABRIC

GEOTEXTILE FABRIC

TWIST METHOD

HOOK METHOD

JOINING TWO LENGTHS OF SILT FENCE

NOTE:

CONSTRUCT SILT FENCE FROM A CONTINUOUS ROLL IF POSSIBLE BY CUTTING LENGTHS

TO AVOID JOINTS.  IF A JOINT IS NECESSARY, USE ONE OF THE FOLLOWING TWO METHODS:

(A) OVERLAP THE END POSTS AND TWIST, OR ROTATE, AT LEAST 180 DEGREES, OR

(B) HOOK THE END OF EACH SILT FENCE LENGTH

GEOTEXTILE

FABRIC

FLOW DIRECTION

GEOTEXTILE

FABRIC

TRENCH DETAIL

NOTE: FOR MANUAL INSTALLATIONS THE TRENCH

SHALL BE A MINIMUM OF 4" WIDE AND 6" DEEP TO

BURY AND ANCHOR THE GEOTEXTILE FABRIC.

FOLD MATERIAL TO FIT TRENCH AND BACKFILL &

COMPACT TRENCH WITH EXCAVATED SOIL.

TREES

4" SAUCER FILL W/ MULCH & WATER

IMMEDIATELY AFTER PLANTING

FILL W/ PLANTER SOIL MIXTURE

REMOVE TOPE 

1

3

 BURLAP

2" x 2" x 24" STAKE DRIVEN

1' - 0" BELOW GRADE

REMOVE TOPE 

1

3

 BURLAP

PLANTER SOIL MIXTURE

TAMPED FIRMLY 6" MIN.

SCARIFY BEFORE

PLANTING

DO NOT CUT CENTRAL LEADER

THIN BRANCHES BY 25%, RETAIN

NATURAL SHAPE, PAINT ALL

CUTS W/ APPROVED TREE PAINT

APPROVED TREE

WRAPPING ON CLEAR

TRUNK

TOP OF ROOTBALL TO MATCH

PREVIOUS GROWING CONDITIONS

MULCH

* TREES OF SAME SPECIES TO BE MATCHED IN GROWTH AND UNIFORMITY.

* PLANTING HOLE WIDTH SHALL BE THREE TIMES THE SIZE OF ROOTBALL.

*ONLY PRUNE BROKEN OR INJURED BRANCHES
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DETAILS

2
4
'
-
3
"

28'-1"

PLAN VIEWISOMETRIC VIEW

ROOFING TRIM IS 24 GA KYNAR 500

COATED STEEL, COLOR MATCHED TO

ROOF

EAVE CHANNEL TRIM IS REINFORCED

WITH 18 GA GALVANIZED INNER

CHANNEL

24 GA GALVALUME COATED

KYNAR 500 PAINTED STEEL

ROOF PANELS - VERIFY

COLOR WITH OWNER

GENERAL SUN SHADE NOTES

1. THE PROVIDED DRAWINGS ARE FOR REFERENCE ONLY. SUN SHADE SHALL BE  MODEL #HXE28TGSS AS

PROVIDED BY POLIGON OR MODEL #HX28TS AS PROVIDED BY ICON. CONTACT SALES REPRESENTATIVE

FOR PROJECT SPECIFIC ENGINEERED DRAWINGS & SPECIFICATIONS.

JOHN FINN HOLLIE RICKEY

REESE RECREATION GERBER LEISURE

PHONE: (800) 848-0351 PHONE: (800) 236-7758

2. IT IS RECOMMENDED THAT THE PRIMARY FRAMING INSTALLER & ROOF INSTALLER HAVE A MINIMUM OF

FIVE (5) YEARS OF DOCUMENTED EXPERIENCE INSTALLING THIS TYPE OF PRODUCT

3. INSTALL SUN SHADE STRUCTURE PER MANUFACTURER'S PLANS & SPECIFICATIONS

4. ENGINEERED CONSTRUCTION PLANS WILL BE PROVIDED BY MANUFACTURER

5. ROOF TYPE SHALL BE STANDING SEAM OF TONGUE & GROOVE

6. VERIFY COLORS WITH OWNER

FRONT VIEW

1
3
'
-
2
"

7'-6"

CLEARANCE

5

12

FINISH GRADE;

MOUNTING VARIES BASED ON

ENGINEERING REQUIREMENTS

COMPRESSION RING

PURLIN

TRUSS

TENSION MEMBER

TRUSS TAIL

FRAMING PLAN VIEW FRAMING FRONT VIEW

1
2
'
-
7
"

FRAMING ISOMETRIC VIEW

COLUMNS TYP

1

1

'

-

8

"

R

 

1

1

'
-

8

"

 

C

E

N

T

E

R

 

O

F

 

C

O

L

U

M

N

S

60°'

COLUMN LAYOUT

7'-6"

CLEARANCE

FINISH GRADE;

MOUNTING VARIES BASED ON

ENGINEERING REQUIREMENTS
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